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K戻したものの腐桁の進行状態でるる。 (i)の場合は1J=200Cからのものは1週 後， 8=120Cから
のものは2週後にそれぞれ影響があらわれ，Ci)の場合は伊=859杉からのものは2週後， 4'=75%か
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- 70ー 住 居 学 .
らのものは4週後から腐朽が進行しはじめている。との場合も湿度の影響の方が温度より大きく響
v、てv、る。
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a = b = 5 cm の時
第 1褒
杉
7.4 1 13.1 1 18.1 122.1 126.7 1 27.7 i 23.7 1 17.7 1 11.7 
(3) I (4) I (砂 :(6) I (7) I (8) I (9) I ~~ I OJ) N 
同
l∞% 。。。0.018 0.038 0.04 0.03 。。。 0.126 2.1 
95% 。。。。。0.004 0.016 0.018 0.012 。。。 0.0う 5.5 
90% 。。。。。。O.∞3 0.004 O.α)1 。。。 O.∞s 32.5 







a = b = 12 cm の時
l∞% 。。。。。0.007 0.025 ω81M2 。。。 3.5 
95% 。。。。。Q.∞2 Q.∞9 0.011 O.∞5 。。。 0.027 9.5 
90% 。。。。。。O.∞2 O.∞3 Q.∞1 。。。 O.α)6 44.0 
80% 。。。。。。。。。。。。
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Summany 
The results on the study of wood-rot are as follows: 
1. Laplace's equation can be applied to the fixed quantity of wood-rot. 
2. The coetficient of diffusion wood-rot is a function consisting of士our
factors， namely， woods-roting fungi， temperature and humidity. A linear 
relationship can be obtained by plotting cosine curve(temperature) against 
Gaus distribution(humidity). 
3. The limits which strike a blow to a structure is more narrow than those 
of temperature (300C-180C) and humidity (100%-80%)， but an extensive 
wood-rot is the most important factor to be taken into cosideration. 
4. Thorough cosiderations are given for the durability of wooden-houses with 
respect to time and locality. 
( 21 ) 
